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Flame-proof type

Thermal conductivity gas analyzer 
Type. ZAFE

Ex. NEPSI
Cert NO. GYJ13.1036X
Ex. Marking: Exd IIC T6Gb

Operation facilitated with easy-to-read,large LCD panel.
Free voltage on 100 to 240V AC, 50/60Hz.
Automatically calibrates zero/span. (option)
Computes and corrects infl uence by other gases. (option)
Two measuring range. (option)
Gas concentration alarm output. (option)
RS232C (MODBUS) communication. (option)

Optimum for concentration 
measurement for H2, Ar and He.

●Operation is facilitated with the aid of guidance in English.
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Standard spcifications
Measuring principle thermal conductivity
Measurable 
component and 
Measurable range

H2 0 to 3%…100%, 100 to 90%, 100 to 80%
He 0 to 5%…100%, 100 to 90%, 100 to 80%
Ar 0 to 10%…100%, 100 to 90%, 100 to 80%
CH4 0 to 20%…100%, 100 to 80%
CO2 0 to 10%…100%, 100 to 90%, 100 to 80%

Output signal 4 to 20mA DC, 0 to 1V DC, 0 to 10mV DC
Isolated output
(Any one-output signal specifiable in code symbols)

Display unit LCD with backlight
Display of measured 
value

Max.4 digits

Output signal holding In both manual and aitomatic calibrations,output 
value jast before calibration can be hold.

Power supply 100 to 240V AC, 50/60Hz  approx.50VA
External dimensions 
(H×W×D)

470×354×211mm

Mass. 22kg

Performance
Repeatability ±1%FS
Linearity ±2%FS
Drift Zero point: within ±2% of full scale/week (H2 meter)

Span: within ±2% of full scale/week (H2 meter)
Response time
(90% response)

Satandard within 60 sec (at flow rate 0.4L/min). 
High speed within 10 sec (at flow rate 1L/min)

Option spcifications
Realay contact output 5 STPT relay contact outputs

1) Solenoid valve drive output for automatic
 calibration
2) Upper/Lower limit concentration alarm output
3) Analyzer error aram output
4) Calibrating status output
5) Range information output

Contact input 3 non-voltage contact inputs
1) Remote holding of measured value output
2) Remote range changeover
3) Remote start of automatic calibration

Interference gas 
measured value input

Analog input for H2 meter interference correction 
(1 to 5V DC)

Automatic calibration 
function

Zero and Span calibrations are automatically 
carried out at the predetermined intervals

Communicating function RS-232C (MODBUS)

Standard gas measurement conditions
Temperature 0 to 50℃
Gas flow rate Constat at 0.4L/min

Constat at 1L/min (high responce)
Dust Less then 100μg/Nm3 with a particle size of 

0.3 μm max.
Pressure 10 kPa max
Mist,Corrosive gas Unallowable
Moisture Below saturation at 2℃
Standard gases for 
calibration

Zero gas:   same as reference gas or as 
specified

Span gas:   Concentration within 90 to 100% of 
measuring range

(Rc1/2, NPT1/2, 
   G1/2(to order))

Gas inlet

100 to 240V AC
50/60Hz

For power supply

4 to 20mA DC,
0 to 1V DC, 0 to10mV DC

For output

For contact input/output
For communicaton (RS232C)

Mounting hole (4−φ14)

Operation key

(Rc1/2, NPT1/2,
   G1/2(to order))

Gas outlet

Dimensions of 
mounting (Unit: mm)

Outline diagram (Unit: mm)
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Cable gland

ZAF
GAS ANALYZER

GAS ANALYZER
MODEL
Ex.PROOF
AMB.TEMP
SUPPLY

ZAFE
ExdⅡ BT6
60℃
60V AC

Fuji Electric Co.,Ltd.

富士電機株式会社

 労(         )検
第TC        号

注意/CAUTION
重量物のため、必ず2人以上で持ち運びや、
据付作業を行ってください。
Please do a carrying task and installed work by 
two people or more. Because this is heavy load. 

注意

Made in Japan

Made in Japan
GAS ANALYZER

TYPE

OUTPUT
POWER
SER.NO.
MFD

ZAFEK4A4-PYAYYACA-3N
H
4-20mADC
100-240VAC 50/60Hz 50VA

2012-01

2 0   ～   50,    %

外部導線は、最高許容温度が90℃以上のもの
を使用すること。爆発性ガス雰囲気の存在する
おそれがあるときは、カバーを開けないこと。
カバーを開ける際は、電源を切ること。

Fuji Electric Co.,Ltd.

Cable gland for flame proof
(to order)
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For communicaton For contact input

M20 Pitch 1.5 Note) φ8 to φ10 cable is suitble
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For other

Mounting hole 4-φ14

Gas inlet Rc1/2, NPT1/2G, 1/2
(to order)

Gound terminal M6
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Gas outlet Rc1/2, NPT1/2G, 1/2 (to order)

Conduct conn.G1/2


